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CONCRETE BLOCK MAKING MACHINERY IMS-BM200

S

MODEL

Vibrasyon Motor Gucl
Vibration Motor Power

Hidrolik Pompa Motor Glicl
Hydraulic Pump Motor Power

Hidrolik Ya Depo Kapasitesi
Hydaulic Oil Tank Capacity

Kum Silosu Hacmi
Sand Silo Capacity

Tahta Palet Kapasitesi
Bucket Palette Capacity

Makina Al
Weight Of Machine

Palet Olgusti
Palette Size

Bir Bask da Kilitli Parke Adedi
Production Per Cycle Parquet

Bir Bask da Briket Adedi
Production Per Cycle Briquet

Kilit Parke Uretim Kapasitesi

Production Capacity For Parquette

20 lik Briket Uretim Kapasitesi

Production Capacity For Briquet (20)

Makina Ebatlar
Dimensions Of Machine

NASIVISI BV

L1900

IMS-BM200

2x 4 Kw 2800 devir
2x 4 Kw 2800 rpm

11 Kw
11 Kw

120 Lt.
120 Lt.

1.2m?
1.2m?

20 Palet
20 Palette

4000 kg.
4000 kg.

760*1115*35 mm.
760*1115*35 mm.

18 Adet (0,5 M2)
18 Pieces (0,5 M?)

8 Adet
8 Pieces

5500-6000 Adet 8 Saat
5500-6000 Pieces 8 Hours

4000 Adet 8 Saat
4000 Pieces 8 Hours

2000*5000*2850 mm
2000*5000*2850 mm




FACTORY PLAN FOR BM200 SEMI AUTOMATIC

A- 250 LT CONCRETE MIXER

IMS-BM200 SEMI OR FULL AUTOMATIC BETON BLOCK MACHINE B- & Mt. MORTAR BELT UNIT
Vibration Motor Power 2% 4 Kw 2800 rpm g waﬁg_zglgfhll_ggRTgE:ggNﬁ CAR
Hydraulic Pump Motor Power 11 Kw E-BRICK MOLD
Hydaulic 0il Tank Caparity 120 Lt.
Sand Silo Caparity 1.2m3
Bucket Palette Capacity 20 Palette
Weight Of Machine 4000 kg.
Palette Size 760*1115*35 mm.
Production Per Cycle Parquet 18 Pieces A
Production Pet Cycle Briquet B Pieces

Production Capacity For Parquette 300 m2 8 Hours
Production Capacity For Briquet 4000 Pieces 8 Hours
Dimensions Of Machine 2000*5000*2850 mm

Vibration Press Power 6 Ton
Magimum Product Height 20 Cm.
Minimum Product Height 5Cm.
Vibration Codling Capacity 5000m3

FACTORY PLAN FOR FULL AUTOMATIC BM360

IMS BM360 FULL AUTOMATIC PLANT

HAVAI HAT SISTEMDE GOZUKMEMEKTEDMR. SISTEME ILAVE EDILECEKTIR.




BAHCE BORDURL

BELEDIYE BORDURI

ASIK TASI

DiKDORTGEN TASI
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EBAT 1 : 12x15x18x50
EBAT 2: 12x15x30x70
EBAT 3: 15x18x30x70
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60/80

15 lik 3 Gozlii Briket

20 lik 3 Gozlii Briket

15 lik 6 Gozlii Briket

0L

YOL BORDURI

20 lik Asmolen

KiiP TASI

10
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SEKIZGEN




FULL OR SEMI AUTOMATIC TILE PRESSING MACHINE IMS200 (WITH BUNKER & DOZATOR UNITS)
THIS MACHINE FASTER NOW, W TH S NGLE LAYER THIN T LE TECHNOLOGY!

All electrical systems are on the machine. This mame does the all moduls input-output, vibration, nachines pressure and ejecting the moduls from the
machine automaticly by pressing only one button. (fiis machine uses PLC system and LCD Touchable Scrge30x30 cm 2 units and 40x40 cm (Pressing
by Single Mould) 2 units sample moduls come alongitli the machine for free.

Machine size 240x200x200 cm. Machine approximate igat 3250 kg.This machine produces 200 m? +/- 30x8tn DOUBLE LAYER TILE AND 250 m?
+/- 30x30 cm SINGLE LAYER TILE .. 40x40 cm DOUBLELAYER TILE, 300 m?2 +/- 40X40 cm SINGLE LAYER TILE/ 350 m2in a standart daily
working time. (8 HR.) Total machine hydrolic pressire is 125 tons.

Machines main motor has 10 hp. Press tile moduls eadoad and ejected by 5. 5 hp motor. The poured matial to produce tiles , are vibrated by a 0.75 Hp
motor. Machine has 125 It oil depot . All electrichsystems used Siemens, Telemecanique.

20x20 25x25 30x30 40x40.

TAM VEYA YARI OTOMAT K KARO PRES MAK NASI IMS200 (HARC DEPOSU VE ( STEGE BAGLI OTOMAT K BOYAUN TES )
IMS200 NCE TEK TABAKA KARO TEKNOLOJ S LE MD ESK S NDEN DAHA HIZLI!

Tum elektrik sistemi makina tizerine monte edilmitir. Makinan n tim modulleri giri -¢ k , vibrasyon, makina preslemesi kal plar n ileri gei hareketleri
ve imal edilen karonun kal plardan ¢ kart Imas makina taraf ndan tek bir di. meye basmak sureti ile otomasyoreklinde yap | r. (makina PLC sistemi
cal rve LCD dokunmatik ekran operator paneli ile idare edilir.). Makina ile birlikte 30x30 2 adet ve 4040 iki adet kal p modelleri ile birlikte Ucretsiz
verilir.
Makina ebatlar 240x200x200 cm dir.. Makinan n takibia rl 3250 kg d r .Makina tretimi 200 m? +/- 30x30 cn€IFT KATMANLI KARO VE 250
m? +/- TEK KATMANLI KARO URETIR... 40x40 cm CIFT K ATMANLI KARO, 300 m? +/-40X40 cm INCE TEK KATMANLI KARO/ 350 m? +/-
URET R. 40x40 cm INCE TEK KATMANLI KARO Gunlik normal me saide.. (8 Saat baz al nr.) Makinan n Toplam hidolik bas n¢ glicii 125 tondur.
Makinay c¢al tran ana motor glicti 10 hp dir. Makinaya ait di er tim moduller 5. 5 hp motor ile gercekleir. Karo imalinde kullan lan malzemelerin
vibrasyon ile yay Imas icin 0.75 Hp motor kullanl r. Makinan n ya deposu kapasitesi 125 litredir. . Tum Elektrik si;emlerinde Siemens, Telemecanique
markas kullanr..
20x20 25x25 30x30 40x40. (Makina ile birlite cahbilecek kal plar)







IMS200
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The machine controlled by a PLC system and LCD touchable screen. This
system controls subsequently rising and lowering of the heads, the heads
rising automatically when no material is feeding the machine.

The automatic calibrating and polishing machines width 650 mm are marble
polishing machines with mobile bridge, where traverse movement of the bridge
is integral with circular motion of the spindles to ensure excellent polishing
quality through plates equipped with abrasive and diamond tools.

" # #
$ #
#
% &
' | MODEL IMS 312 |
| Useful working width (cm) 70 I
( Max number of spindles (no) 12
) # * Number Of Abrasive Heads 3
+ | Max working thickness (cm) 8 I
$ | Max Beam travel speed (m/min) 0-40 |
” # | Max belt speed (mt/min) 035 |
! 4 # | Power polishing head (kw) 75 I
| | Power of Calibrating motor (kw) 15 I
' . | Belt Motor Power (kw) 2.2 I
oy # /(0 | Electric consuption (kw) 145 |
"/( 1 | Weight (kg) 12.000 |
# | Lenght (cm) 1385 |
) ( # | width (cm) 150 |
' 2 Height (cm) 265
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The machine controlled by a PLC system and LCDhabte screen. This system controls subsequesthgrand lowering of the
heads, the heads rising automatically when no mahtsrfeeding the machine.

Our machines are designed and prepared with thergieering techniques after long studies. With35 yeared experience,
marble calibre and polishing progress is rapid,tyiahd economic qualitative in the structure.

Main Body is made from steel material and desigmitd high resistance

Belt toddle tray and bridge connections are becsoaty with touchy after all welding processes.

Abrasive head bodies are manufactured with iroh cas

Pistons which work on the bodies are covered. Basdidey are kept safe with furnished tire

Those heads steps on the surface of the rock vatimum movement ability and provides fine polishprgcedure thanks to a
system which is independent from each other.

Electricity system is located on the machine, adicgy as the customers desire, siemens or telengggarirand can be choiced.
Calibre chassis is manufactured from steel mataridlprocessed with sensitiveness, with this waylljiee provided vibrationless
working ambient ( atmosphere).

The protective hatches material which is used fmning and closing , was used from 304 quality elemickel.

After boiling the diamonds on calibre heads, tlailance are taken and put like that.

All bolts which are used on the machine are inetproof.

Our machines are painted with water-resisted paint.

Every kind of machines which we make in this catggwe full automatic, LCD Operator paneled and Rly€&temed. In electric
problems or running out of stone problems or stdr@#sg less occasions, the machine makes the pnebligart stop, it warns the
user and starts working by its own when it getslyea work. All the procedure as Calibration, pblng, washing and drying is
fully materialized by the machine.

MODEL IMS 206
Useful working width (cm) 50

Max number of spindles (no) 6
Number Of Abrasive Heads 2

Max working thickness (cm) 8
Max Beam travel speed (m/min) 0-40
Max belt speed (mt/min) 0-3,5
Power polishing head (kw) 515
Power of Calibrating motor (kw) 11

Belt Motor Power (kw) 2.2
Electric consuption (kw) 65
Weight (kg) 6.000
Lenght (cm) 760
Width (cm) 125

Height (cm ) 265




